
 

EN1092 PN10 Forged Carbon Steel ASTM A105 Lap Joint Raise Face Flange
Stainless Steel :
304/304L,316/316L,321,310S,904L (S39042),F60 (S32205),F51 (31803),
F53 (32750),F55 (S32760),C276,800H,Duplex,Alloy,etc.
Carbon Steel : 
A105,A350,LF2,LF1,Q345,etc.

ANSI :
ANSI B16.5,ANSI B16.47,ANSI B 16.36,ANSI B16.48
DIN : 
DIN2527,DIN2566,DIN2576,DIN2641,DIN2642,DIN2655,DIN2627,DIN2628,DIN2629,DIN2631
EN :
EN1092-105,EN1092-101,EN1092-112,EN1092-113,EN1092-111
UNI :
UNI2276,UNI2278,UNI2277,UNI6084,UNI6089,UNI6090,UNI2544,UNI2282
JIS :
JIS B2220,JIS B2238,BS4504,BS1560,BS10,MSS SP44
Welding Neck(WN),Slip-on(SO),Plate Flange(PL),Socket Welding(SW)
Threaded Flange(TH),Blind Flange(BL),Lap Joint Flange(LJ),
Long Welding Neck Flange(LWN),Customized Flange etc.

Size : 1/2"-24",DN10-DN2000,10A-2000A
ANSI :150LB-2500LB
DIN/EN/UN :PN160
JIS : 10K,16K,20K,30K

Material :

Standard :

Type :

Pressure

ANSI,EN,DIN,UNI,BS,JIS,NSS,GOST,Special Standard


