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C-TL CORPORATION LTD. IS ESTABLISHED IN 1999

The company manufactures and distributes Emergency Lighting Luminaires, Exit Sign Lighting Luminaires and Central
Unit Emergency Lighting under brand name MAX BRIGHT - C.E.E. The companies are one of the biggest importers of
Sealed Lead Acid Battery as well.

More than 20 years of experiences C-TL has constantly developing Emergency Lighting Luminaires, Exit Sign Lighting
Luminaires and Central Unit Emergency Lighting, manufacturing technology, the quality processing and exploring new
prototypes as well as upgrading the caliber of its technical to enhance production efficiency on behalf of the brand
"MAX BRIGHT - CEE"

To attain the status as a leading manufacturer, C-TL aims to provide best quality and service in terms of developing
variety product to support customer requirements at utmost satisfaction. The high production capacity can meet the huge
order at shortest shipment with prompt after sales services.

Under the quality development systems comply with the international Standard, C-TL creates the quality policy
"Good Product, Best Quality and Excellent Service for the top impression of our customer”

At present, C-TL are certified the full quality standard system with the first and only Emergency Lighting manufacturer in
the Kingdom of Thailand.





image3.jpeg
o - BRIGHT

vidnaAnfiugsiananuassminalanliiignidu Taalwiihentseangnidu szuulgnidueiagsiunelfindaming
N3A7 MAX BRIGHT-C.E.E. nmatiaiugininuumnainziansauuuilauiin (SEALED LEAD ACID BATTERY)

vudunaindt 20 U dfiuea TaWmnARTuRatesal

finetiolaxlviiignidu Taulwiihemiseangnidu wazszuul
idueiingson  nuldtiandaig MAX BRIGHT-C.E.E. Tafitaumaluladniand
NM3IANT NMIIATIANLULIAINAATNANTITATINIAAT UaTyARA
anAMalulsHnA uazFelszng

SULAMNNIBINTEUIUNTHAR

WanARAUANIAMAMABUANBIANABINITHBY

dfuea dmnujeilunsaindsiAnaniniuainstiuiniinunmguilanauauatamdsnisnasgnAliliay
vionalagogs Taulaw

aungUuuunask AR I INEaEudmIuNs efianzas waznisliosiednta fAnde

mMsndRfamInsasiu

napaEnen1lunslinugosacgnAt ialiamnsodaavduAilinsonatungnAtlay
1IMAININENTIAGY uazAsAanal agnAlaiiaruiuleludnenwoaouin
AundwinndorralaaaisluiialueaninmaAuiu

LilfifinAndume

NIV

MNMINRNIZULANNIWAINAIEAY  uazia A seiafisuiunIRsgNaIna Buea SeldRouToueamnIwin
Wuwaritli d-fiuaa

I3B0TE VUL IS IUASHARAUA T ANIATETUAINAIATE N AR

higiuanlaiignidussusniulszinAlng

gIMaN





image4.jpeg
- =
HBN. 1102 - 2538 A nTguRaRTRTgAE N TN wanifainaslaingnidu
BN 1955 - 2551 @l nenmIyuRAndaigaa T Lo

y | SGS. hszimAlny
180900122000 NAC. dninuaniznasinmauianidduniusesssim s
CE MARK ETS, Uzmlny wanaiaiealafgnidy
: SGS. tzmalny
10 9001:2008 | a6 inowimnuznrswmum R nBsET "

. e Toric's cenTiRERN)

_ TIS. 1102- 2538 Thai Industrial Standards Institute Emergency Light Products
TIS. 1955 - 2551 Thai Industrial Standards |WWLB Harmonics o

' SGS, Thailand
180'9001: 2000 | NG, National Accreditation System of Thailand Gualty System
 CE MARK ETS, Germany Emergency Light Products
1S0 9001 : 2008 SG2 Thekand Qualty System

NAC, National Accreditation System of Thailand
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Specification
Mode of Operation : Non-Maintained
Main Supply AC 220 Volt, 50 Hz, £10%- Single Phase
Construction Electro-Galvanized steel sheet 1 mm.

with epoxy powder and stove enamel

coated anti-rust corrosion proof &

standard ABS casing
Lamp SMD - Surface mount - wide beam
Bulbs Alumiunum heat sink body and glass diffusser

Stainless steel with 180°Adjustable legs
Battery Sealed lead acid battery, based on

1SO 9001, ISO 14001 certified and UL
Charger Solid state system automatic battery charger

Charging Period
Safety Features

Accessorins
Function (Dimmer)

Constant voltage charging systems

Switching regulated transformer

10-12 Hours as required

o Low-High voltage cut-off, preventing
battery over charge & discharge

@ AC fuse-preventing short circuit and
overload for main incoming AC 220 Volt

@ DC fuse-preventing short circuit and
overload for charging & load

® Infrared - Remote Test

® AC Plug with ground

Brightness adjustment

Infrared - Remote test

RN

CP04-6 ED
CP07-9 ED

Easy Installation

=

Remote control Dimmer

)
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Easy access to connect the wire L
without open up the case

CP Series - Dichrospot LED type (DS)

‘ BULBS
BATTERY | (ep
| watisge)

DIMENSION | DURATION | WEIGHT

LxWxH(cm) | (Hetine) | (kgs)
CPO4-BED 12V.50Ah| 2x6w. 430 31
CPO7-9ED |12v.7.0Ah| 2x9w. 26x85x215| 430 34
CPO07-12ED|12V.9.0Ah| 2 12w, 430 34





