
LED PAR20 PLUS 9W

FEATURES

APPLICATION

• RoHs compliant 
• Degrees of ingrees Protection : IP65 
• Excellent thermal performance
• No UV Light

• Commercial lighting
• Architectural lighting 
• Landscape lighting
• Interior Commercial lighting

Buit for downlight and spotlights, it offers an instant 
replacement in E27 type fixtures. The low energy and 
long life characteristics allow the customers to lower 
both maintenance and energy cost.
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Power Consumption
Power Factor

Weight

9
0.6 - 0.5

70 3

W
--

Max./Min. Input Voltage 110 / 240 V.
°24selgnA dleiF Degree

g.
Life Time 20,000 hrs.

--72EesaB

Parameter Specification Units

+

LED SPECIFICATION

ILLUMINANCE AND FIELD ANGLE

The tables present the illuminance level with respect to different color temperature.

LIGHT PATTERN

DIMENSION

SPECIFICATION

Product Code
Power

Consumption
Field Angle Flux(lm) [Typ.] Lux@ 1m.[Typ.] CCTColor

30P0210009AC024W
30P0210009AW024W

3.5 W
3.5 W

24°
24°

400
300

1,600
1,300

6,000K 10%
3,000K 10%

CRI

>70
>80

Cool White
Warm White

9 W
+

+
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